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Multilayer Chip LC High Pass Filter– SLFH Series 
Operating Temp. : -40℃~+85℃  
 
 
 
FEATURES                                                                              
 Small size, light weight 

●    Low insertion loss 

●    Inside shielding 

●    SMD chip based on LTCC technology 

●    Center frequencies and attenuation are ready for customization 
 
APPLICATIONS                                                                          
● Cellular telephones 

● Cordless telephones transceivers, CATV 

● Bluetooth, Wireless LAN, GPS, etc. 

● Base station 

PRODUCT IDENTIFICATION                                                                
 
 
 
                                                               

 

 

 

 

  

 

 
 
SHAPE AND DIMENSIONS                                                                 

Type: SLFH22 Series Dimensions and Land Patterns 

  

Type: SLFH31 Series Dimensions and Land Patterns 
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(L×W) (mm) 

External Dimensions (L×W) (mm) 

22[1008] 2.5×2.0 

31 [1206] 3.2×1.6 

32 [1208] 3.2×2.0 
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SHAPE AND DIMENSIONS                                                                 
Type:  

SLFH31-3R800G-01TF 
SLFH31-5R500G-01TF 
SLFH31-8R400G-01TF 

Dimensions and Land Patterns 
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Type: SLFH32 Series Dimensions and Land Patterns 

  

Type: SLFB32-1R842G-01T Dimensions and Land Patterns 
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SPECIFICATIONS                                                                         
SLFH22 TYPE 

Part Number 

 

Pass Band 

 

Max. Insertion Loss (at 25°C) 

 

Attenuation 

 

Thickness

 

Units  MHz dB dB mm  

Symbol  PB IL - T 

SLFH22-4R915G-02TF 4915.2~4916.2 2.0dB Max. 4915.2~4916.2 MHz
36.0dB MIn. at 1~3400MHz 

10.0dB Min. at 
3600~4400MHz 

0.95±0.10

 
SLFH31 TYPE 

Part Number 

 

Cut-off 

Frequency 

 

(IL=3dB) 

Max. Insertion Loss (at 25°C) 

 

Attenuation 

 

Thickness

 

Units  MHz dB dB mm  

Symbol  fC IL - T 

SLFH31-0R440G-01TF 410≤fC≤470 
1.5dB Max. at 600~1700MHz 
2.5dB Max. at 500~2500MHz 
3.0dB Max. at 470~500MHz  

20dB Min. at 350MHz 
40dB Min. at 230MHz 

0.94±0.20

SLFH31-0R650G-01TF 550≤fC≤650 
1.3dB Max. at 850~2000MHz 
2.0dB Max. at 710~2490MHz 
3.0dB Max. at 650~710MHz 

20dB Min. at 480MHz 
40dB Min. at 390MHz 

SLFH31-0R880G-01TF 780≤fC≤920 
1.3dB Max. at 1060~2500MHz 
2.0dB Max. at 950~3200MHz 
3.0dB Max. at 920~950MHz 

20dB Min. at 640MHz 
40dB Min. at 500MHz 

SLFH31-1R180G-01TF 1020≤fC≤1200 
1.3dB Max. at 1380~4000MHz 
2.5dB Max. at 1220~4600MHz 
3.0dB Max. at 1200~1220MHz 

20dB Min. at 910MHz 
40dB Min. at 750MHz 

SLFH31-3R800G-01TF 3650≤fC≤3950 
1.5dB Max. at 4500~9000MHz 
2.5dB Max. at 4250~10000MHz 

20dB Min. at 2500MHz 
20dB Min. at 3200MHz 

0.89±0.15SLFH31-5R500G-01TF 4800≤fC≤5800 
1.8dB Max. at 6600~10000MHz 
2.5dB Max. at 6000~11500MHz 
3.0dB Max. at 5800~6000MHz 

20dB Min. at 4500MHz 
20dB Min. at 4000MHz 

SLFH31-8R400G-01TF 8200≤fC≤8600 
2.5dB Max. at 9500~13000MHz 
3.0dB Max. at 9000~13000MHz 

20dB Min. at 5700MHz 
20dB Min. at 6000MHz 

 
SLFH32 TYPE 

Part Number 

 

Cut-off 

Frequency 

 

(IL=3dB) 

Max. Insertion Loss (at 25°C) 

 

Attenuation 

 

Thickness

 

Units  MHz dB dB mm  

Symbol  fC IL - T 

SLFH32-0R145G-01TF 124≤fC≤140 
2.0dB Max. at 155~1050MHz 
3.0dB Max. at 140~1150MHz 

15dB Min. at 1~115MHz 
20dB Min. at 1~80MHz 

1.50±0.30

 

Part Number 

 

Pass Band 

 

Max. Insertion Loss (at 25°C) 

 

Attenuation 

 

Thickness

 

Units  MHz dB dB mm  

Symbol  PB IL - T 

SLFH32-1R842G-01TF 1710~1980 
1.40dB Max. at 1805~1880MHz 
2.50dB Max. at 1710~1980MHz 

25.0 dB Min. 
at1252~1327MHz 

30.0 dB Min. at 1566MHz 
1.50±0.30

 


