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Leaded Temp. Sensing NTC Thermistor – STB Series 
Operating Temp. : -40℃~+105℃ 
 
 

FEATURES                                                                               
●    Radial lead resin coated 

●   Small with quick temperature response 

●   Tight tolerance, high B constant 

 

APPLICATIONS                                                                            
●   Home appliances such as air conditioner, refrigerator, washing machine, microwave oven, drinking machine, 

radio, etc. 

 Computers 

 Digital meter 
 

PRODUCT IDENTIFICATION                                                               
 
 

                                                               

 

 

 

 

 

 

                                                               

 

 

 

 

 

 

                                                              

 
 
SHAPE AND DIMENSIONS                                                                

                                                                                             Unit: mm                  

 

② 

Structure 

B 
Epoxy encapsulation, 
Tinned copper clad 

steel wire 

 

① 

Type 

ST Leaded NTC Thermistor 

 

③ 

Zero-power Resistance 

Example Nominal Value 

101 0.1kΩ 

103 10kΩ 

⑦ 
Measuring Temperature of B 

Constant 

A 25℃/50℃ 

B 25℃/85℃ 

 

⑤ 
B Constant (25-50℃) 

Example Nominal Value 

3380 3380K 

4250 4250K 

 

④ 
Tolerance of Resistance 

F ±1% 

H ±3% 

J ±5% 

 

⑥  

Tolerance of B Constant 

F ±1% 

H ±3% 

 

Type L W H a b

ST-C1 

3.3±0.3 3.2±0.3 1.9±0.1 1.7±0.55 5.0+0.8/-0.2
c d e f i 

1.0±0.3 0.5±0.1 0.5±0.1 1.0±0.05 25±1 

ST-C2 

L W H a b 
3.7±0.3 3.4±0.3 2.0±0.1 1.7±0.05 4.8+0.2 

c d e f i 
1.0±0.3 0.5±0.1 0.5±0.1 1.0±0.05 25±1 
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⑥ 
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⑧ 
Disc dimension  
(L*W*H) (mm) 

C1 1608[0603]: 1.6*0.8*0.80
C2 2012[0805]: 2.0*1.2*0.85
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SPECIFICATIONS                                                                       
ST-C1 TYPE 

Part Number 
Resistance

 at 25℃
B Constant 

Thermal Time 
Constant 

Dissipation 
Factor 

Insulation 
Resistance 
@100VDC 

Units kΩ K Sec. mW/℃ MΩ 

Symbol R25 B25/50 t σ / 

STB103□3450◎AC1 10 3450 <15 1.0 100 
 
ST-C2 TYPE 

Part Number 
Resistance

 at 25℃
B Constant 

Thermal Time 
Constant 

Dissipation 
Factor 

Insulation 
Resistance 
@100VDC 

Units kΩ K Sec. mW/℃ MΩ 

Symbol R25 B25/50 t σ / 

STB103□3950◎AC2 10 3950 <10 1.0 100  
※□: Please specify the resistance tolerance code (F=±1%, H=±3%, J=±5%).  
※◎: Please specify the B value tolerance code (F=±1%, H=±3%). 

And products with other electrical characteristics can be provided upon customer’s request. Please contact your local sales. 
 

TYPICAL ELECTRICAL CHARACTERISTICS                                                
 
  
 
 
 
 
 
 
 
 
 
 
 


