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PCB Planar Transformer–ATPP Series 
Operating Temp. : -40℃~+125℃ 
 
FEATURES                                                                              
 2500 Volts of Isolation 

 ROHS compatible 

 AEC-Q200D verified 

 

APPLICATIONS                                                                          
 Battery management system (BMS) 

 Energy storage system 

 
PRODUCT IDENTIFICATION                                                              
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
CUSTOMIZED PRODUCT PRESENTATION                                                  
Remark： 
※The picture is for reference and the real product may be different. 
※Recommended keeping conditions :10℃~30℃, 70%RH (Max.) 
※We can customize products according to your requirements. Please contact your local sales. 
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Structure 

P PCB Planar 
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Feature Code 

P For Power 
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T Transformer 
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Core Length (Typ). 

44 44mm 

 
⑨ 

Style 

C Vertical & Pin 

 

⑩ 
Number of Coil 

1～9 

⑪ 

Design Code 

00~99, A0~Y9 
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Packing 

T--Taping, P--Pallet, B--Bulk 

⑦ 

Bobbin Length (Typ).  

56 56mm 

 

⑧ 

Product Height（Typ）.  

12 12mm 

 

A 
① 

① 

Product Type 

A Automotive 
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SHAPE AND DIMENSIONS                                                                
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SPECIFICATION                                                                                                        

ATPPEE445612C200P Test terminal Test specification 

Inductance  
Pin(3-4) 1.9uH±10% 

Pin(1-2) 51uH±10% 

Leakage inductance  Pin(3-4), Pin(1-2)shorted 70nH Max. 

DCR  
Pri. 35mΩ Max. 

Sec. 10mΩ Max. 

HI-POT  
Pri. to Sec. 2500Vac/50/60Hz/5mA/60sec 

All winding to core 1000Vac/50/60Hz/5mA/60sec 

Insulation resistance  
Pri. to Sec. 500Vdc/100MΩ min/2sec 

All winding to core 500Vdc/100MΩ min/2sec 

 

ATPPEE445612C200T 

 

Application： 

Isolation transformer for BMS 

BMS 


