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Pulse Transformers–ALTW Series 
Operating Temp. : -40℃~+125℃ 
 
 
 
 
FEATURES                                                                              
 Small size, the minimum dimension is 4.5×3.2mm; 

 ROHS compatible; 

 High reliability and sensitivity; 

 High network transmission performance; 

 AEC-Q200D verified. 

 

APPLICATIONS                                                                          
 SPI circuit of BMS 

 Other network transmission lines 

  
 

PRODUCT IDENTIFICATION                                                                
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SHAPE AND DIMENSIONS                                                                

ALTW0806C 

 

       

                                 SPECIFICATION                                    
ALTW0806C-C03TF Test terminal Specification 

Working Voltage  Pin(1,3-4,6) 600VDC  

Inductance  Pin(1,3) or Pin(4,6) 100uH Min. 

Leakage Inductance  Pin(1,3) and Pin(4,6) short 1.0uH Max. 

DCR  
Pin(1,3) 1.2Ω Max.  

Pin(4,6) 1.2Ω Max.  

Turn ratio  Pin(1,3-4,6) 1:1±5% 

Cww  Pin(1,3 -4,6) 10pF Max.  

HI-POT  Pin(1,3 -4,6) 3000VAc/50/60Hz/1mA/60sec 

Insert loss  Pin(1,3 -4,6) 1.0dB Max.@（0.1~20MHz） 

Return loss  Pin(1,3 -4,6) 8.0dB Typ.@（0.1~20MHz） 

 

ALTW0806C-C04TF Test terminal Specification 

Working Voltage  Pin(1,3-4,6) 600VDC  

Inductance  Pin(1,3) or Pin(4,6) 350uH Min. 

Leakage Inductance  Pin(1,3) and Pin(4,6) short 1.5uH Max. 

DCR  
Pin(1,3) 1.4Ω Max. 

Pin(4,6) 1.4Ω Max. 

Turn ratio  Pin(1,3-4,6) 1:1±5% 

Cww  Pin(1,3 -4,6) 8pF Max.  

HI-POT  Pin(1,3 -4,6) 3000VAc/50/60Hz/1mA/60sec 

Insert loss  Pin(1,3 -4,6) 1.50dB Max.@（0.1~20MHz） 

Return loss  Pin(1,3 -4,6) 8.0dB Typ.@（0.1~20MHz） 
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