Chip Solid MnO, Tantalum Capacitors — TC2 Series
Operating Temp.: -55C~+1257C

FEATURES

® Meets or exceeds EIA-535BAAC standard

® Self-healing capability, high reliability

® Excellent stability of capacitance during operating temperature range
® High volumetric efficiency

® 100% surge current test

APPLICATIONS
Communication
Consumer electronics
Automotive electronics
Instruments

Medical electronics

PRODUCT IDENTIFICATION

TC 212 B 105 M 035 B
@® @ ® @ ® © @
@ @ ®
Type Series (LxW) (mm)
TC Solid Tantalum Chip 211 Industrial External Dimensions (LxW) (mm)
Capacitor 212 Low ESR A 3.2x1.6
214 Automotive B 3.5%x2.8
ATC Solid Tantalum Chip C 6.0x3.2
Cap. for Automotive D/E 7.3%x4.3
@ @,
Nominal Capacitance Rated DC Voltage
- 002 2.5Vdc
Example Nominal Value
05 TO0F 004 4Vdc @
—t 006 6.3Vdc Internal Code
106 10uF 010 10Vd
c B . Black Molded Case,
® 016 16Vdc Laser Marking
020 20Vdc .
Capacitance Tolerance 025 25Vdc v Yellow Molded Case,
K #10% 035 35Vdc Laser Marking
M +20% 050 50Vdc
SHAPE AND DIMENSIONS
Unit: mm [inch]
Case EIA L w H F S
A 3216-18 3.20+0.20 1.60+£0.20 | 1.60+0.20 | 1.20+0.10 | 0.80+0.30
[.126+.008] | [.063+.008] | [.063+.008]| [.040£.004] | [.031£.012]
ﬁ_:| I I B 3528-21 3.50+0.20 2.80£0.20 | 1.90+0.20 | 2.20+0.10 | 0.80%0.30
s ‘ [.138+.008] | [.110+.008] | [.075+.008]| [.087+.004] | [.030+.012]
c 6032-28 6.00+0.30 3.20+0.30 | 2.50+0.30 | 2.20+0.10 1.30+0.30
[.236+.012] | [.126+.012] | [.098+.012] | [.087+.004] | [.051+.012]
D 7343-31 7.30+£0.30 | 4.30+0.30 | 2.80+0.30 | 2.40+0.10 1.30+0.30
[.287+.012] | [.1694.012] | [.110£.012] | [.094+.004] | [.051+.012]
E 7343-43 7.30£0.30 | 4.30+0.30 | 4.00+0.30 | 2.40+0.10 1.30£0.30
[.287+.012] | [.169+.012] | [.161+.012]| [.094+.004] | [.051+.012]
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TECHNICAL SPECIFICATION

ltem SPEC Test Condition
Operating Temp _55°C~+125°C

Cr Range 0.10uF~680uF 25°C, 120Hz

Cr Tolerance +10% or +20% 25°C, 120Hz
Rated Voltage (V&) | p5v | av | 63v | 10v | 16v | 20v | 25v | 35V | 50V 85°C
Category Voltage (Vo) | 46y | 25v | av | 63v | 10v | 13v | 16v | 20v | 32v 1257C
Surge Voltage (Vs) | 33y | 52v | 8v | 13v | 20v | 26v | 32v | 46V | 65V 85°C
Surge Voltage (V) | 5oy | 34v | sv | 8v | 13v | 16v | 20v | 28V | 4ov 125°C

STANDARD C-V VALUE BY CASE CODE

Rated Voltage (VR)
25 4 6.3 10 16 20 25 35 50
Voltage Code
e G J A C D E \Y, T
CR(rF) |C Code Case Code
0.15 154 B
0.22 224 B/A
0.33 334 A A B/A
0.47 474 A B/A C/B/A
0.68 684 A A B/A C/B/A
1.0 105 A A A A B/A B/A C/B
1.5 155 A A A B/A B/A C/B C/B
2.2 225 A A A B/A B/A C/B/A | C/B/A D/C/B
3.3 335 A A A B/A B/A C/B/A C/B D/C/B
4.7 475 A A B/A C/B/A C/B/A C/B/A | DIC/B D
6.8 685 A B/A B/A C/B/A |D/C/B/A | D/C/B D/C D
10 106 A B/A B/A C/B/A C/B/A D/C/B D/C/B | E/D/C E/D
15 156 B/A B/A B/A C/B/A C/B D/C D/C/B E/D E
22 226 A B/A B/A C/B/A D/C/B/A | D/IC/B D/C E/D
33 336 A C/B/A C/B/A D/C/B/A D/C/B D/C E/D E
47 476 A C/B/A C/B/A D/C/B/A D/C/B E/D/C E/D E
68 686 B/A D/C/B D/C/B D/C/B D E/D E
100 107 B/A D/C/B/A | D/C/B/A D/C/B D/IC E/D D
150 157 B D/C/B D/C/B E/D/C E/D E
220 227 B D/C/B E/D/C/B E/D E/D
330 337 E/D/C/B E/D E/D E
470 477 E E/D E

X The first case code is standard product and the others are expansion products.
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CONSTRUCTION

Silver Adhesive

Negative Termination
Polarity Stripe

Molded Case Tantalum Wire

MnO, Coat

Carbon Silver Paint Positive Termination
MARKINGS
Vr (V)
35V 0.47uF
Polarity
Stripe

A/B/C/D/E Case Marking

Rated Voltage Code

Rated Voltage( VR) 25 4 6.3 10 16 20 25 35 50
Code e G J A C D E \% T
Capacitance Code
Capacitance
(UF) 0.1 0.15 0.22 0.33 0.47 0.68 1.0 1.5 2.2 3.3 4.7 6.8
v
Code
104 154 224 334 474 684 105 165 | 225 | 335 | 475 685
(A/B/C/D/E Case)
Capacitance
(uF) 10 15 22 33 47 68 100 150 | 220 | 330 | 470 680
M
Code
106 156 226 336 476 686 107 157 | 227 | 337 | 477 687
(A/B/C/DJE Case)
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SPECIFICATIONS

o DCL ('3/5 ESZREKC))

ap(ar?tFa)nce Case | Part Number +(;5A°)c ;'zngcz i
Max. Max. Max.
1.5 A | TC211A15500060 0.5 6.0 8.0
2.2 A TC211A22500060 0.5 6.0 8.0
3.3 A | TC211A33500060 0.5 6.0 8.0
4.7 A | TC211A47500060 0.5 6.0 6.0
6.8 A | TC211A6850006] 0.5 6.0 6.0
6.8 B TC211B68500060 0.5 6.0 3.5
10.0 A [ TC211A1060006 0.6 6.0 4.0
10.0 B TC211B10600060 0.6 6.0 3.5
15.0 A [ TC211A1560006 0.9 6.0 4.0
15.0 B TC211B15600060 0.9 6.0 3.5
22.0 A TC211A22600060 1.3 6.0 4.0
22.0 B TC211B22600060 1.3 6.0 3.5
33.0 A TC211A33600060 2.1 8.0 4.5
33.0 B TC211B33600060 2.1 6.0 3.0
33.0 C TC211C3360006 2.1 6.0 1.8
47.0 A [ TC211A4760006 3.0 8.0 3.5
47.0 B TC211B47600060 3.0 6.0 3.0
47.0 C TC211C47600060 3.0 6.0 1.6
68.0 B TC211B6860 0060 4.3 10.0 1.2
68.0 C | TC211C6860©0060] 4.3 6.0 1.2
68.0 D TC211D6860 0061 4.3 6.0 0.8
100.0 A TC211A10700060 6.3 20.0 4.0
100.0 B TC211B10700060 6.3 10.0 3.0
100.0 C TC211C10700060 6.3 8.0 1.2
100.0 D TC211D10700060 6.3 8.0 0.8
150.0 B TC211B15700060 9.5 15.0 1.0
150.0 C TC211C1570006 9.5 8.0 1.2
150.0 D TC211D1570006 9.5 8.0 0.8
220.0 B TC211B227000600 | 13.9 18.0 1.0
220.0 C TC211C22700060 | 13.9 8.0 1.2
220.0 D TC211D22700060 | 13.9 8.0 0.7
220.0 E TC211E22700060 | 13.9 8.0 0.5
330.0 D |[TC211D33700061 | 20.8 8.0 0.5
330.0 E TC211E33700060 | 20.8 8.0 0.5
470.0 D TC211D47700060 | 29.6 12.0 0.4
470.0 E TC211E47700060 | 29.6 10.0 0.5

10V, +85°C (6.3V @ +125C)

1.0 A | TC211A105001000 0.5 4.0 13.0
1.5 A TC211A15500100 0.5 6.0 8.0
2.2 A | TC211A22500100 0.5 6.0 8.0
3.3 A | TC211A335001000 0.5 6.0 6.0
4.7 A | TC211A47500100 0.5 6.0 6.0
4.7 B TC211B47500100 0.5 6.0 3.5
6.8 A | TC211A68500100J 0.7 6.0 6.0
6.8 B TC211B68500100 0.7 6.0 3.5
10.0 A TC211A10600100 1.0 6.0 4.0
10.0 B TC211B10600100 1.0 6.0 3.5
10.0 C | TC211C1060©01000 1.0 6.0 1.8
15.0 A | TC211A156001000 1.5 6.0 6.0
15.0 B TC211B15600100 1.5 6.0 3.5
15.0 C TC211C15600100 1.5 6.0 1.8

TC211 TYPE
o ooy | . |59
ap(if"f) ® | case Part Number +(;5°)C :Zngcz 100kHz
Max. Max. Max.
2.5V, +85°C (1.6V @ +125C)
100 | A [7C211A10600020] 05 | 6.0 | 5.0
150 | A [1C211A15600020] 05 | 6.0 | 6.0
150 | B [7C211B15600020] 05 | 6.0 | 4.0
22.0 | A |TC211A22600020| 0.6 | 6.0 | 4.0
33.0 | A [TC211A33600020| 0.8 | 6.0 | 4.0
470 | A [TC211M47600020] 1.2 | 100 | 4.0
68.0 | A |TC211A68600020| 1.7 | 10.0 | 3.0
68.0 | B |TC211B68600020| 1.7 | 6.0 | 2.0
100.0 | A [TC211A10700020] 25 | 20.0 | 25
100.0 | B [TC211B10700020] 25 | 80 | 15
150.0 | B [TC211B15700020] 3.8 | 10.0 | 20
220.0 | B |TC211B22700020| 55 | 18.0 | 2.0
4V, +85°C (2.5V @ +125C)
22 | A [1C211A22500040] 05 | 6.0 | 8.0
33 | A [1C211A33500040| 05 | 6.0 | 8.0
47 | A |TC211A47500040| 05 | 6.0 | 8.0
68 | A [TC211A68500040| 05 | 6.0 | 6.0
100 | A [7C211A10600040] 05 | 6.0 | 6.0
10.0 | B [7C211B10600040] 05 | 6.0 | 35
150 | A [TC211A15600040] 06 | 6.0 | 4.0
150 | B [7C211B15600040] 06 | 6.0 | 35
22.0 | A |TC211A22600040| 09 | 6.0 | 4.0
22.0 | B |1C211B22600040] 0.9 | 6.0 | 35
330 | A [TC211A33600040| 1.3 | 6.0 | 4.0
330 | B [1C211B33600040| 1.3 | 6.0 | 35
330 | C |[1Cc211c33600040| 1.3 | 6.0 | 1.8
470 | A [TC211A47600040| 19 | 60 | 3.0
470 | B |Tc211B47600040| 1.9 | 6.0 | 3.0
470 | C |Tc211c476000400| 1.9 | 60 | 1.8
68.0 | B |TC211B68600040| 2.7 | 6.0 | 35
68.0 | C |1C211Ce8600040| 2.7 | 6.0 | 1.6
68.0 | D |TC211D68600040| 2.7 | 6.0 | 0.8
100.0 | A [TC211A10700040| 4.0 | 18.0 | 50
100.0 | B [TC211B10700040] 40 | 80 | 20
100.0 | C [TC211C10700040] 40 | 80 | 13
100.0 | D [TC211D10700040] 40 | 80 | 08
150.0 | B [TC211B15700040 6.0 | 15.0 | 2.0
150.0 | C [TC211C15700040[ 6.0 | 80 | 1.2
150.0 | D [TC211D15700040] 6.0 | 8.0 | 08
220.0 | B |TC211B22700040| 8.8 | 180 | 05
220.0 | C |Tc211c221000400| 88 | 80 | 1.0
220.0 | D |TC211D22700040| 88 | 80 | 0.8
330.0 | B |TC211B33700040| 132 | 18.0 | 1.2
330.0 | C [TC211c33700040| 132 | 80 [ 1.2
330.0 | D |1C211D33700040| 132 | 80 | 0.7
330.0 | E |TC211E33700040| 132 | 80 | 0.8
4700 | E |[TC211E47700040] 188 | 80 | 0.8
680.0 | E |TC211E68700040| 272 | 80 | 05
6.3V, +85°C (4.0V @ +125°C)
1.0 | A [1c211a10500060] 05 | 6.0 | 14.0
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SPECIFICATIONS

TC211 TYPE
Capacit DiL &F) Efz?? ) Capacitance I(D(,:Alg (I-:))A’F) E+82§(8 )
ap(alea)nce Case Part Number +(2”52: :22ch2 100kHz p(uF) Case Part Number +;5°C :ZZSHCZ 100kHz
Max. Max. Max. Max. Max. Max.
22.0 A |TC211A22600100 | 2.2 8.0 4.0 47.0 C |TC211C47600160| 7.5 6.0 1.2
22.0 B [TC211B22600100 | 2.2 6.0 3.0 47.0 D |TC211D47600160| 7.5 6.0 0.8
22.0 C |TC211C22600100| 2.2 6.0 1.8 68.0 D |TC211D68600160]| 10.8 | 6.0 0.8
33.0 A |TC211A33600100| 3.3 | 150 | 6.0 100.0 C |TC211C10700160| 16.0 | 10.0 1.0
33.0 B |TC211B33600100| 3.3 6.0 35 100.0 D |TC211D10700160J| 16.0 | 8.0 0.7
33.0 C |TC211C33600100| 3.3 6.0 1.6 150.0 D |TC211D157001600| 24.0 | 12.0 0.7
33.0 D |TC211D33600100| 3.3 6.0 0.8 150.0 E |TC211E157001600| 24.0| 8.0 0.5
47.0 A |TC211A47600100| 4.7 | 150 | 4.0 220.0 D |TC211D22700160| 35.2 | 15.0 0.9
47.0 B |TC211B47600100| 4.7 6.0 1.0 220.0 E |[TC211E227001600| 35.2 | 10.0 0.5
47.0 C |TC211C47600100 | 4.7 6.0 1.2 330.0 E |TC211E33700160| 52.8 | 10.0 0.5
47.0 D |TC211D47600100 | 4.7 6.0 0.8 20V, +85°C (13V @ +125%C)
68.0 B |TC211B68600100| 6.8 | 10.0 | 3.0 0.68 A |TC211A68400200| 0.5 4.0 12.0
68.0 C |TC211C68600100| 6.8 6.0 1.2 1.0 A |TC211A10500200| 0.5 4.0 10.0
68.0 D |TC211D686001001| 6.8 6.0 0.8 1.5 A |TC211A15500200| 0.5 6.0 8.0
100.0 | B |TC211B10700100| 10.0 | 15.0 1.5 1.5 B |TC211B155002000| 0.5 6.0 5.0
100.0 | C |TC211C10700100| 10.0 | 8.0 1.2 2.2 A |TC211A22500200| 0.5 6.0 7.0
100.0 | D |TC211D10700100| 10.0 | 8.0 0.7 2.2 B |TC211B225002000| 0.5 6.0 35
150.0 | C |TC211C15700100| 15.0 | 10.0 | 0.9 3.3 A | TC211A33500200 | 0.7 6.0 7.0
150.0 | D |TC211D15700100| 15.0 | 8.0 0.7 3.3 B |TC211B33500200| 0.7 6.0 35
150.0 | E |TC211E15700100| 15.0 | 8.0 0.5 4.7 A |TC211A47500200| 0.9 6.0 4.0
220.0 | D |TC211D22700100| 22.0 | 8.0 0.5 4.7 B |TC211B475002000 | 0.9 6.0 35
220.0 | E |TC211E22700100| 22.0 | 8.0 0.5 4.7 C |TC211C475002000| 0.9 6.0 2.4
330.0 | D |TC211D33700100| 33.0 | 10.0 | 0.5 6.8 A | TC211A68500200 | 1.4 8.0 6.0
330.0 | E |TC211E33700100| 33.0 | 10.0 | 05 6.8 B |TC211B68500200 | 1.4 6.0 35
470.0 | E |TC211E47700100| 47.0 | 10.0 | 0.5 6.8 C |TC211C685002000 | 1.4 6.0 2.0
16V, +85°C (10V @ +125°C) 6.8 D |TC211D685002000 | 1.4 6.0 1.9
1.0 A |TC211A105001600| 0.5 4.0 10.0 10.0 B [TC211B10600200| 2.0 6.0 3.0
1.5 A | TC211A155001600 | 0.5 6.0 8.0 10.0 C |TC211C106002000| 2.0 6.0 1.8
2.2 A | TC211A22500160| 0.5 6.0 6.0 10.0 D [TC211D10600200| 2.0 6.0 1.0
2.2 B |TC211B225001600| 0.5 6.0 4.0 15.0 C |TC211C15600200| 3.0 6.0 1.7
3.3 A |TC211A335001600 | 0.52 | 6.0 6.0 15.0 D |TC211D15600200| 3.0 6.0 1.0
3.3 B |TC211B33500160| 0.5 6.0 35 22.0 B |TC211B226002001 | 4.4 8.0 4.0
4.7 A |TC211A475001600| 0.8 6.0 6.0 22.0 C |TC211C22600200| 4.4 6.0 1.2
4.7 B |TC211B475001600| 0.8 6.0 35 22.0 D |[TC211D22600200| 4.4 6.0 0.8
47 C |TC211C47500160| 0.8 6.0 2.4 33.0 C |TC211C33600200| 6.6 6.0 1.2
6.8 A |TC211A685001600 | 1.1 6.0 7.0 33.0 D |TC211D336002000| 6.6 6.0 0.8
6.8 B |TC211B685001601 | 1.1 6.0 35 47.0 C |TC211C47600200| 9.4 | 10.0 1.0
6.8 C |TC211C68500160 | 1.1 6.0 20 47.0 D |[TC211D47600200| 9.4 6.0 0.8
10.0 A | TC211A106001600 | 1.6 8.0 7.0 47.0 E |TC211E47600200| 9.4 6.0 0.8
10.0 B |TC211B106001600| 1.6 6.0 28 68.0 D |TC211D68600200| 13.6 | 6.0 0.8
10.0 C |TC211Cc10600160| 1.6 6.0 1.8 68.0 E |TC211E68600200| 136 | 6.0 0.8
15.0 B |TC211B15600160 | 2.4 6.0 3.0 100.0 D |TC211D107002000| 20.0 | 8.0 0.6
15.0 C |TCc211C156001600| 2.4 6.0 1.8 100.0 E |TC211E107002000| 20.0| 8.0 0.5
22.0 A |TC211A22600160| 3.5 | 150 | 4.0 150.0 E |[TC211E15700200| 30.0| 8.0 0.5
22.0 B |TC211B226001601 | 3.5 8.0 2.2 25V, +85°C (16V @ +125°C)
22.0 C |TC211C226001600| 3.5 6.0 1.6 0.33 A |TC211A334002500| 0.5 4.0 15.0
22.0 D |[TC211D22600160| 3.5 6.0 0.8 0.47 A |TC211A47400250| 0.5 4.0 14.0
33.0 B |TC211B336001600| 5.3 8.0 20 0.68 A |TC211A68400250 | 0.5 4.0 10.0
33.0 C |TC211C33600160 | 5.3 6.0 1.2 1.0 A |TC211A105002500 | 0.5 4.0 8.0
33.0 D |[TC211D33600160| 5.3 6.0 0.8 1.0 B |TC211B10500250| 0.5 4.0 5.0
47.0 B |TC211B47600160| 7.5 | 18.0 1.0 1.5 A |TC211A155002500 | 0.5 6.0 10.0
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SPECIFICATIONS

TC211 TYPE
- N ]| - o B
Cap(a:;t:a)nce Case | Part Number +(;5n)c +25%C [ o Cape(lfjlt;r;ce Case | Part Number +(2“?’)C #25C |
Max. U0 Max. Max. (e Max.
Max. Max.

1.5 B |TC211B155002500 | 0.5 6.0 5.0 3.3 C |TC211C335003500| 1.2 6.0 2.5
2.2 A | TC211A225002500 | 0.6 6.0 6.0 4.7 B |TC211B475003500 | 1.6 6.0 3.0
2.2 B |TC211B22500250 | 0.6 6.0 4.5 4.7 C |TC211C47500350| 1.6 6.0 2.5
2.2 C |[TC211C22500250| 0.6 6.0 3.5 47 D |TC211D475003500| 1.6 6.0 1.5
3.3 A | TC211A335002500 | 0.8 6.0 7.0 6.8 C |TC211C685003500| 2.4 6.0 2.0
3.3 B |TC211B335002500 | 0.8 6.0 3.5 6.8 D |TC211D685003500| 2.4 6.0 1.5
3.3 C |[TC211C33500250| 0.8 6.0 2.5 10.0 C |TC211C10600350 | 3.5 6.0 2.0
4.7 A | TC211A475002500 | 1.2 8.0 6.0 10.0 D |TC211D106003500| 3.5 6.0 1.0
4.7 B |TC211B475002500 | 1.2 6.0 2.0 10.0 E |[TC211E10600350 | 3.5 6.0 1.0
4.7 C |TC211C475002500 | 1.2 6.0 24 15.0 D |TC211D15600350| 5.3 6.0 1.0
6.8 B |TC211B685002500 | 1.7 6.0 3.0 15.0 E |[TC211E15600350 | 5.3 6.0 0.9
6.8 C |TC211C685002500 | 1.7 6.0 1.9 22.0 D |TC211D22600350| 7.7 6.0 0.8
6.8 D |TC211D685002500| 1.7 6.0 1.2 22.0 E |TC211E226003500| 7.7 6.0 0.7
10.0 B |TC211B106002500 | 2.5 6.0 3.0 33.0 E |TC211E336003500 | 11.0 6.0 0.6
10.0 C |[TC211C106002500| 2.5 6.0 1.5 47.0 E |TC211E47600350 | 16.5 8.0 0.6

10.0 D |TC211D10600250| 2.5 6.0 1.0 50V, +85°C (32V @ +125°C)
15.0 B |TC211B156002500 | 3.8 8.0 4.0 0.15 B [TC211B154005000 | 0.5 4.0 16.0
15.0 C |[TC211C15600250| 3.8 6.0 1.5 0.22 A |TC211A224005000 | 0.5 4.0 18.0
15.0 D |TC211D15600250 | 3.8 6.0 1.0 0.22 B [TC211B224005000 | 0.5 4.0 14.0
22.0 C |[TC211C226002500| 5.5 6.0 14 0.33 A |TC211A33400500 | 0.5 4.0 15.0
22.0 D |TC211D22600250| 5.5 6.0 0.8 0.33 B [TC211B334005000 | 0.5 4.0 10.0
33.0 D |TC211D336002500| 8.3 6.0 0.8 0.47 A |TC211A474005000 | 0.5 4.0 12.0
33.0 E |TC211E336002500 | 8.3 6.0 0.7 0.47 B |TC211B47400500 | 0.5 4.0 9.0
47.0 D |TC211D476002500 | 11.7 6.0 0.8 0.47 C |TC211C47400500| 0.5 4.0 8.0
47.0 E |TC211E476002500 | 11.7 6.0 0.7 0.68 A |[TC211A684005000 | 0.5 4.0 10.0
68.0 E |TC211E686002500 | 17.0 6.0 0.7 0.68 B |TC211B68400500 | 0.5 4.0 8.0
100.0 D |TC211D107002500 | 25.0 10.0 1.2 0.68 C |[TC211C68400500 | 0.5 4.0 7.0
35V, +85C (20V @ +1257C) 1.0 B TC211B10500501 | 0.5 6.0 6.0
0.33 A | TC211A334003500 | 0.5 4.0 15.0 1.0 C | TC211C105005000 | 0.5 4.0 55
0.47 A | TC211A474003500 | 0.5 4.0 14.0 1.5 B TC211B15500501 | 0.8 6.0 4.5
0.47 B |TC211B474003500| 0.5 4.0 8.0 1.5 C | TC211C155005000 | 0.8 6.0 35
0.68 A | TC211A684003500 | 0.5 4.0 10.0 2.2 B TC211B225005000 | 1.1 6.0 2.0
0.68 B |TC211B684003500 | 0.5 4.0 6.5 2.2 C | TC211C225005000 | 1.1 6.0 3.5
1.0 A | TC211A105003500 | 0.5 4.0 10.0 2.2 D | TC211D225005000 | 1.1 6.0 2.5
1.0 B |[TC211B105003500| 0.5 4.0 5.0 3.3 B TC211B335005000 | 1.7 6.0 5.0
1.5 B |TC211B155003500| 0.5 6.0 5.0 3.3 C | TC211C335005000 | 1.7 6.0 3.0
1.5 C |[TC211C155003500| 0.5 6.0 4.5 3.3 D | TC211D335005000 | 1.7 6.0 2.0
2.2 A | TC211A225003500 | 0.8 6.0 6.0 4.7 D | TC211D475005000 | 2.4 6.0 1.5
2.2 B |TC211B225003500 | 0.8 6.0 4.0 6.8 D | TC211D685005000 | 3.4 6.0 1.2
2.2 C |[TC211C22500350| 0.8 6.0 3.5 10.0 D | TC211D10600500 | 5.0 6.0 1.0
3.3 B |TC211B335003500 | 1.2 6.0 3.5 10.0 E TC211E10600501 | 5.0 6.0 0.7
15.0 E TC211E15600500 | 7.5 6.0 0.7
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TC212 TYPE

Capacitance I()pc:; &F) E+82§(€?2 ) Capacitance I(Dpils (?/"’:) E+82§(§C) )

(UF) Case Part Number +25°C :22ch2 100kHz (WF) Case Part Number +25°C 1+22ch2 100kHz
Max. Max. Max. Max. Max. Max.
2.5V, +85C (1.6V @ +125C) 1.0 A | TC212A105000600 | 0.5 6.0 10.0
10.0 A |TC212A1060002J | 0.5 6.0 4.0 1.5 A | TC212A155000600 | 0.5 6.0 6.0
15.0 A |TC212A1560002J | 0.5 6.0 4.0 2.2 A | TC212A225000600 | 0.5 6.0 6.0
15.0 B |TC212B1560002(J| 0.5 6.0 3.0 3.3 A | TC212A335000600 | 0.5 6.0 6.0
22.0 A |TC212A226000200| 0.6 6.0 3.0 4.7 A | TC212A475000600 | 0.5 6.0 4.0
33.0 A |TC212A3360002001| 0.8 6.0 3.0 6.8 A | TC212A685000601 | 0.5 6.0 3.5
47.0 A |TC212A476000200 | 1.2 10.0 3.0 6.8 B TC212B685000601 | 0.5 6.0 3.0
68.0 A |TC212A6860002001| 1.7 10.0 2.5 10.0 A | TC212A106000600 | 0.6 6.0 2.0
68.0 B |TC212B686000201| 1.7 6.0 1.8 10.0 B TC212B10600060] | 0.6 6.0 1.0
100.0 A |TC212A107000200| 2.5 20.0 2.0 15.0 A | TC212A156000600 | 0.9 6.0 2.0
100.0 B |TC212B10700020| 2.5 8.0 1.0 15.0 B TC212B156000600 | 0.9 6.0 0.7
150.0 B |TC212B15700021| 3.8 10.0 1.5 22.0 A | TC212A22600060] | 1.4 6.0 25
220.0 B |TC212B22700020| 5.5 18.0 1.5 22.0 B TC212B22600060] | 1.4 6.0 0.8
4V, +85C (2.5V @ +1257C) 33.0 A | TC212A33600060] | 2.1 8.0 15
2.2 A | TC212A225000400 | 0.5 6.0 6.0 33.0 B TC212B33600060] | 2.1 6.0 0.8
3.3 A | TC212A335000400 | 0.5 6.0 6.0 33.0 C | TC212C33600060] | 2.1 6.0 0.3
4.7 A | TC212A475000400 | 0.5 6.0 5.0 47.0 A | TC212A47600060] | 2.9 8.0 25
6.8 A | TC212A685000400 | 0.5 6.0 4.0 47.0 B TC212B476000600 | 2.9 6.0 0.5
10.0 A | TC212A106000400 | 0.5 6.0 3.0 47.0 C | TC212C476000600 | 2.9 6.0 0.3
10.0 B | TC212B106000400 | 0.5 6.0 1.5 68.0 B TC212B686000601 | 4.3 10.0 0.65
15.0 A | TC212A156000401 | 0.6 6.0 1.5 68.0 C | TC212C686000600 | 4.3 6.0 0.3
15.0 B | TC212B156000401 | 0.6 6.0 1.2 68.0 D | TC212D68600060 | 4.3 6.0 0.2
22.0 A | TC212A226000401 | 0.9 6.0 1.5 100.0 A | TC212A107000600 | 6.3 20.0 2.0
22.0 B | TC212B226000401 | 0.9 6.0 0.6 100.0 B TC212B107000600 | 6.3 10.0 1.5
33.0 A | TC212A336000400 | 1.3 6.0 2.5 100.0 C | TC212C107000600 | 6.3 8.0 0.3
33.0 B | TC212B336000400 | 1.3 6.0 0.5 100.0 D | TC212D107000600 | 6.3 8.0 0.2
33.0 C | TC212C336000401 | 1.3 6.0 0.8 150.0 B TC212B157000600 | 9.5 15.0 0.6
47.0 A | TC212A476000400 | 1.9 6.0 2.0 150.0 C | TC212C157000600 | 9.5 8.0 0.3
47.0 B | TC212B47600041 | 1.9 6.0 0.8 150.0 D | TC212D157000600 | 9.5 8.0 0.2
47.0 C |[TC212C476000410 | 1.9 6.0 1.0 220.0 B TC212B227000600 | 13.9 18.0 0.7
68.0 B | TC212B68600041 | 2.7 6.0 2.5 220.0 C | TC212C227000601 | 13.9 8.0 0.3
68.0 C |[TC212C68600041 | 2.7 6.0 0.5 220.0 D | TC212D227000601 | 13.9 8.0 0.15
68.0 D |TC212D686000401 | 2.7 6.0 0.5 220.0 E TC212E227000600 | 13.9 8.0 0.15
100.0 A | TC212A107000400 | 4.0 18.0 3.0 330.0 D | TC212D337000601 | 20.8 8.0 0.15
100.0 B | TC212B107000400 | 4.0 8.0 1.0 330.0 E TC212E337000600 | 20.8 8.0 0.15
100.0 C | TC212C107000400 | 4.0 8.0 0.35 470.0 D | TC212D47700060 | 29.6 12.0 0.15
100.0 D |[TC212D107000400 | 4.0 8.0 0.2 470.0 E TC212E47700060] | 29.6 10.0 0.12

150.0 B | TC212B157000400 | 6.0 15.0 1.0 10V, +85C (6.3V @ +125C)

150.0 C | TC212C157000400 | 6.0 8.0 0.3 1.0 A | TC212A105001000 | 0.5 4.0 8.0
150.0 D |TC212D157000400 | 6.0 8.0 0.2 1.5 A | TC212A155001000 | 0.5 6.0 6.0
220.0 B | TC212B227000401 | 8.8 18.0 0.4 2.2 A | TC212A225001000 | 0.5 6.0 6.0
220.0 C | TC212C22700041 | 8.8 8.0 0.5 3.3 A | TC212A33500100 | 0.5 6.0 4.0
220.0 D |[TC212D227000401 | 8.8 8.0 0.3 4.7 A | TC212A47500100 | 0.5 6.0 3.0
330.0 B | TC212B33700041 | 13.2 18.0 0.7 4.7 B TC212B47500100 | 0.5 6.0 1.5
330.0 C | TC212C337000400 | 13.2 8.0 0.8 6.8 A | TC212A685001000 | 0.7 6.0 3.0
330.0 D |TC212D337000400 | 13.2 8.0 0.2 6.8 B TC212B68500100 | 0.7 6.0 1.2
330.0 E | TC212E33700041 | 13.2 8.0 0.2 10.0 A | TC212A10600100 | 1.0 6.0 1.8
470.0 E | TC212E47700041 | 18.8 8.0 0.2 10.0 B TC212B10600100 | 1.0 6.0 0.8
680.0 E | TC212E68700041 | 27.2 8.0 0.2 10.0 C | TC212C10600100 | 1.0 6.0 0.6
6.3V, +85C (4.0V @ +125C) 15.0 A | TC212A15600100 | 1.5 6.0 4.0
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TC212 TYPE

DF
. DCL (EA;F) ESR{,Q) Capacitance I(::JCAE (%.,) E+82|§>((C) )
Capacitance G Part Numbsr (”Ae) +25°C +25°C (WF) Case Part Number +25C +25°C 100kHz
(MF) +25C 120Hz 100kHz Max. 120Hz Max.
Max. Max. Max. Max.

150 | B |TC212B15600100 | 15 | 6.0 | o7 |}-330 | D |TC212D33600160 | 53 | 60 | 05
o T ¢ Tesncisoon 1e T so0 o5 || 470 | B [Tcaimamsooten | 7.5 | 180 | 07
220 | A |TC212a22600100 | 22 | 80 | 25 ||47:0 | C | TC212C47600160 | 7.5 | 6.0 | 08
220 | B |TCc212B22600100 | 2.2 | 60 | 10 ||470 | D |TC212D47600160 | 7.5 | 60 | 05
90 6 TTcazcazeo0ion | 2s 60 | o0a || 680 | D | TC2268600%601 | 108 | 60 | 05
o0 T~ Ttcomsmeooios a3 T 1o0 a0 ||1000 | C |TC212c10760%0 | 16.0 | 100 | 07
50 T 8 TTeamsecoon a3 60 | 1o 1/.1000 | D | Tci0t0760160 | 16.0 | 80 | 05
50 T ¢ Trezcamnoon 33 T 60 o4 ||1500 | D |TC212015700%60 | 24.0 | 120 | 0.4
50 T 0 TToamseooios a3 60 [ ogs || 1500 | E | TC212E16700160 | 24.0 | 80 | 0.5
0 T A TTezmarsooon a7 1160 T +5 || 2200 | D | Tcot2D22700160 | 352 | 150 | 06
70 5 TTeammieoonn | a7 60 T oos || 2200 | E | TC212E22700%60 | 352 | 10.0 | 0.2
70 o TTeancarsooni a7 1 60 T os || 3300 | E | TC212€33700%60 | 528 | 100 | 0.2

470 | D |TC212D47600100 | 47 | 6.0 | 0.22 20V, +85°C (13V @ *+125C)
680 | B |TC212B68600100 | 6.8 | 100 | 15 |68 | A |TC212A68400200 | 05 | 4.0 | 10.0
680 | C |TC212068600100| 6.8 | 60 | 03 10 | A | TC212A10500200 ] 05 | 40 | 8.0
680 | D |TC212068600100| 6.8 | 60 | 0.2 15 | A | TC212A155002000 | 05 | 6.0 | 45
1000 | B | TC2128107001000 | 10.0 | 150 | 1.0 15 | B | TC212815500200 ) 05 | 6.0 | 15
1000 | C | Tc212c10700100 | 100 | 80 | 03 22 | A |TC212A22500200 | 0.5 | 60 | 4.0
1000 | D |Tc212010700100 | 100 | 80 | 0.15 ||—22 | B |TC212B225002000 | 05 | 60 | 3.0
1500 | C | TC212C15700100 | 15.0 | 100 | 0.7 33 | A |TC212A33500200 | 0.7 | 60 | 6.0
1500 | D | TC212D15700100 | 150 | 80 | 0.15 ||—°=3 | B |TC21283385002000 | 0.7 | 60 | 25
1500 | E |TC212E15760100 | 15.0 | 80 | 045 ||—*/ | A |TC212A475002000 | 09 | 6.0 | 3.5
2200 | D |TC212022700100 | 22.0 | 80 | 045 |47 | B |TC2128475002000 | 09 | 6.0 | 25
2200 | E | TC212E22700100 | 22.0 | 80 | 045 |}—47 | C |TC212C47500200 | 09 | 60 | 1.2
3300 | D |TC212033700100 | 33.0 | 100 | 045 || 88 | A |TC212A685002000 | 14 | 80 | 3.0
3300 | E | TC212E33700100 | 33.0 | 100 | 02 68 | B |TC212B68500200 | 14 | 60 | 25
4700 | E | TC212E477001001 | 47.0 | 100 | 02 68 | C |TC212068500200 ) 1.4 | 60 | 12
16V, +85C (10V @ +125C) 68 | D | TC212068500200 | 14 | 60 | 08
T A [eaaieo0sn | o | a0 T 5o ||100 | B | TC22B10660200 | 20 | 60 | 20
= T A Tromnmonec T o T 50 60 ||100 | C |Tcoi2c1060000 | 20 | 60 | 12
> A Treamsoos o T 60 a0 ||_100 | D |Tc212D10600200 | 20 | 6.0 | 08
> B TTeammeooa | oe 6o 3o || 180 | C [Tc2cise000n [ 3.0 | 60 | 12
5 T A Ttemmasoos | o T 60 a0 || 10 | D | Tc212D15600200 | 3.0 | 6.0 | 08
3 T 5 Teamncooe | oe 6o a5 || 220 | B [ Tco12B22600200 | 44 | 80 | 3.0
A Teamarsooe 0 T eo | oo |[-220 | C [Tconzcozomn | 44 | 60 | o4
7 T8 TTamseooe o8 60 | 25 11220 | D |Tcornzs00200 | 44 | 60 | 05
7T ¢ Tresmoreooec o5 T eo 1 12 |[-330 | C [Tcoicssommn | 66 | 60 | 06
5 T Treaeseooe | 11 6o | so |l 230 | D [ Tc2ni%00200 [ 66 | 60 | 0.4
s 5 TTemesoo 11 60 o5 || 470 | C |Tcotacare0ont | 9.4 | 100 | 08
es o Teancesooen | 11 6o 1o |l 470 | D [Tcanersoozc [ 94 | 60 | 06
100 | A |TC212A106001600 | 16 | 80 | 30 ||270 | E |TC212E47600200 | 94 | 60 | 03
00 T 5 Teamieooes 16 T 50 1 os |[_680 | D | Tcoizesso0200 | 136 | 60 | 0.4
00 T o Traancoeooen 16 60 151|680 | E | TcotoEesso0200 | 136 | 6.0 | 0.3
o T 5 Toaeiscooes | 2a 60 | 20 |[1000 | D [Tcaizioroon | 200 | 80 | 02
20 T ¢ Tteoncisooen | 24 | 60 | 12 |[1000 | E |TcoiEiro0n | 200 | 80 | 02
0 |+ TTeamaeooter | ae T 1e0 | 2o || 1500 | E | TC212E(67002001 | 30.0 | 80 | 0.2

220 | B | TC212B22600160 | 35 | 80 | 15 25V, +85°C (16V @ *+125°C)
00 6 Trcascamonien ae T 60 | 1s || 033 | A [TC212A33400250 | 05 | 40 | 120
220 T T Toommeoonn a2 T 6o 1 os || 047 | A |Tcoiaamacozst | 05 | 40 | 10.0
330 | B |TC212B336001601 | 53 | 80 | 1.0 068 | A |TC212A68400250) | 05 | 4.0 | 6.0
330 | C |TC212C33600160 | 53 | 60 | 1.0 10 | A | TC212A105002501] 05 | 40 | 60
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SPECIFICATIONS

TC212 TYPE
| DE\L (?/OF) Efggg) . D(;L (?/f ) EszRgc))
Cap(a:ﬂ;; ® | case Part Number +(5'5% :ZZSHCZ 100kHz Capz(aﬁt'ir;ce Case Part Number +(;5°)C :22ch2 1BO?<HZ

Max. Max. Max. Max. Max. Max.
1.0 B | TC212B105002500 | 0.5 4.0 4.0 3.3 B | TC212B33500350] 1.2 6.0 3.0
1.5 A | TC212A155002500 | 0.5 6.0 5.0 3.3 C | TC212C33500350 1.2 6.0 2.0
1.5 B | TC212B155002500 | 0.5 6.0 3.5 4.7 B | TC212B47500350] 1.6 6.0 2.0
2.2 A | TC212A225002500 | 0.6 6.0 4.0 4.7 C | TC212C47500350] 1.6 6.0 2.0
2.2 B | TC212B2250025001 | 0.6 6.0 3.0 4.7 D | TC212D47500350 1.6 6.0 1.0
2.2 C | TC212C22500251 | 0.6 6.0 2.0 6.8 C | TC212C685003500 | 2.4 6.0 1.2
3.3 A | TC212A335002500 | 0.8 6.0 3.0 6.8 D | TC212D685003500 | 2.4 6.0 0.8
3.3 B | TC212B3350025(1 | 0.8 6.0 2.5 10.0 C | TC212C106003500 | 3.5 6.0 15
3.3 C | TC212C33500250 | 0.8 6.0 2.0 10.0 D | TC212D106003500 | 3.5 6.0 0.6
4.7 A | TC212A475002500 | 1.2 8.0 3.0 10.0 E | TC212E106003500 | 3.5 6.0 0.6
4.7 B | TC212B475002500 | 1.2 6.0 1.0 15.0 D | TC212D156003500 | 5.25 6.0 0.8
4.7 C | TC212C475002500 | 1.2 6.0 0.6 15.0 E | TC212E156003500 | 5.3 6.0 0.6
6.8 B | TC212B685002500 | 1.7 6.0 1.2 22.0 D | TC212D226003500 | 7.7 6.0 0.6
6.8 C | TC212C68500251 | 1.7 6.0 0.8 22.0 E | TC212E226003500 | 7.7 6.0 0.3
6.8 D | TC212D6850025(1 | 1.7 6.0 0.5 33.0 E | TC212E336003501 | 11.0 6.0 0.5
10.0 B | TC212B106002500 | 2.5 6.0 2.0 47.0 E | TC212E47600350 | 16.5 8.0 0.5

10.0 C | TC212C106002500 | 2.5 6.0 14 50V, +85C (32V @ +1257C)
10.0 D | TC212D106002500 | 2.5 6.0 0.8 0.15 B | TC212B154005000 | 0.5 4.0 12.0
15.0 B | TC212B1560025(1 | 3.8 8.0 3.0 0.22 A | TC212A224005000 | 0.5 4.0 15.0
15.0 C | TC212C156002500 | 3.8 6.0 1.2 0.22 B | TC212B224005000 | 0.5 4.0 12.0
15.0 D | TC212D15600251 | 3.8 6.0 0.8 0.33 A | TC212A334005000 | 0.5 4.0 12.0
22.0 C | TC212C226002500 | 5.5 6.0 1.0 0.33 B | TC212B334005000 | 0.5 4.0 8.0
22.0 D | TC212D2260025(1 | 5.5 6.0 0.6 0.47 A | TC212A47400500 | 0.5 4.0 8.0
33.0 D | TC212D336002501 | 8.3 6.0 0.6 0.47 B | TC212B4740050J | 0.5 4.0 6.0
33.0 E | TC212E336002501 | 8.3 6.0 0.5 0.47 C | TC212C474005000 | 0.5 4.0 5.0
47.0 D | TC212D476002500 | 11.7 6.0 0.4 0.68 A | TC212A684005000 | 0.5 4.0 8.0
47.0 E | TC212E4760025001 | 11.7 6.0 0.4 0.68 B | TC212B684005000 | 0.5 4.0 5.0
68.0 E | TC212E686002500 | 17.0 6.0 0.3 0.68 C | TC212C684005000 | 0.5 4.0 4.0
100.0 D | TC212D107002500 | 25.0 | 10.0 0.7 1.0 B | TC212B105005000 | 0.5 6.0 4.0
35V, +85C (20V @ +125°C) 1.0 C | TC212C105005000 | 0.5 4.0 3.5
0.33 A | TC212A33400350 | 0.5 4.0 12.0 15 B | TC212B155005000 | 0.8 6.0 3.5
0.47 A | TC212A474003500 | 0.5 4.0 10.0 15 C | TC212C155005000 | 0.8 6.0 2.5
0.47 B | TC212B474003500 | 0.5 4.0 6.0 2.2 B | TC212B225005000 1.1 6.0 1.5
0.68 A | TC212A68400351 | 0.5 4.0 6.0 2.2 C | TC212C225005001 1.1 6.0 3.0
0.68 B | TC212B684003500 | 0.5 4.0 6.0 2.2 D | TC212D225005001 1.1 6.0 2.0
1.0 A | TC212A105003500 | 0.5 4.0 8.0 3.3 B | TC212B335005001 1.7 6.0 3.0
1.0 B | TC212B105003500 | 0.5 4.0 2.0 3.3 C | TC212C335005001 1.7 6.0 2.0
1.5 B | TC212B155003500 | 0.5 6.0 4.0 3.3 D | TC212D335005000 1.7 6.0 1.0
1.5 C | TC212C155003500 | 0.5 6.0 3.0 4.7 D | TC212D475005000 | 2.4 6.0 0.8
2.2 A | TC212A225003500 | 0.8 6.0 3.0 6.8 D | TC212D685005000 | 3.4 6.0 0.7
2.2 B | TC212B225003500 | 0.8 6.0 3.0 10.0 D | TC212D106005000 | 5.0 6.0 0.7
2.2 C | TC212C22500351 | 0.8 6.0 2.5 10.0 E | TC212E106005000 | 5.0 6.0 0.4
15.0 E | TC212E156005000 | 7.5 6.0 0.4
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ATC214 TYPE

Capacitance I(::JCAE (?/5 E+82|§>((C) ) Capacitance I(:)ils (E)/‘l’:) E+82§((C) )
(WF) Case Part Number +,\i5oc :ZngCz 100kHz p(pF) Case Part Number +2”5°c 1+2205ch 100kHz
ax. Max. Max. Max. Max. Max.
4V, +85C (2.5V @ +125C) 0.68 A |ATC214A6840020C1| 0.5 4.0 8.0
2.2 A |ATC214A2250004001| 0.5 6.0 6.0 1.0 B |ATC214B105002000| 0.5 4.0 6.0
3.3 A |ATC214A335000401| 0.5 6.0 6.0 1.5 B |ATC214B155002000| 0.5 6.0 1.5
4.7 B |ATC214B475000400 | 0.5 6.0 6.0 2.2 B |ATC214B225002000| 0.5 6.0 3.0
6.8 B |ATC214B68500040 | 0.5 6.0 6.0 3.3 C | ATC214C3350020 | 0.7 6.0 1.5
10.0 B |ATC214B10600040J | 0.5 6.0 1.5 4.7 C | ATC214C4750020 | 0.9 6.0 1.2
15.0 C |ATC214C15600041| 0.5 6.0 1.5 6.8 D | ATC214D6850020 1.4 6.0 0.8
22.0 C |ATC214C22600040| 0.6 6.0 1.0 10.0 D | ATC214D1060020 | 2.0 6.0 0.8
33.0 D |ATC214D33600041| 1.3 6.0 1.0 15.0 D | ATC214D1560020 | 3.0 6.0 0.8
47.0 D |ATC214D47600041| 1.9 6.0 1.0 22.0 D | ATC214D2260020 | 4.4 6.0 0.5
68.0 D |ATC214D68600041| 2.7 6.0 0.5 25V, +85C (16V @ +125C)
100 D |ATC214D10700041| 4.0 8.0 0.3 0.33 A |ATC214A334002501| 0.5 4.0 12.0
6.3V, +85C (4.0V @ +125°C) 0.47 A |ATC214A474002500| 0.5 4.0 10.0
1.5 A |ATC214A155000600| 0.5 6.0 6.0 0.68 B |ATC214B684002500| 0.5 4.0 6.0
2.2 A | ATC214A225000600| 0.5 6.0 6.0 1.0 B |ATC214B105002500| 0.5 4.0 4.0
3.3 B |ATC214B335000600 | 0.5 6.0 8.0 1.5 B |ATC214B155002500| 0.5 6.0 3.5
4.7 B |ATC214B47500060 | 0.5 6.0 10.0 2.2 C | ATC214C2250025 | 0.6 6.0 2.0
6.8 B |ATC214B685000600 | 0.5 6.0 1.2 3.3 C | ATC214C3350025 | 0.8 6.0 2.0
10.0 C |ATC214C10600061| 0.6 6.0 0.6 4.7 D | ATC214D4750025 1.2 6.0 1.5
15.0 C |ATC214C15600061| 0.9 6.0 0.6 6.8 D | ATC214D6850025 1.7 6.0 1.0
22.0 D |ATC214D22600061| 1.3 6.0 0.5 10.0 D | ATC214D1060025 | 2.5 6.0 0.8
33.0 D |ATC214D33600061| 2.1 6.0 0.3 15.0 D | ATC214D1560025 | 3.8 6.0 0.8
47.0 D |ATC214D47600061| 3.0 6.0 0.3 35V, +85C (20V @ +125C)
68.0 D |ATC214D68600061| 4.3 6.0 0.2 0.33 A |ATC214A334003501| 0.5 4.0 12.0
10V, +85°C (6.3V @ +1257C) 0.47 B |ATC214B474003500| 0.5 4.0 2.5
1.0 A |ATC214A105001000 | 0.5 4.0 6.0 0.68 B |ATC214B684003500| 0.5 4.0 2.5
15 A |ATC214A155001000 | 0.5 6.0 6.0 1.0 B |ATC214B105003500| 0.5 4.0 2.0
2.2 B |ATC214B225001000 | 0.5 6.0 3.0 1.5 B |ATC214B155003500| 0.5 4.0 2.0
3.3 B |ATC214B335001000 | 0.5 6.0 3.0 1.5 C | ATC214C1550035 | 0.5 6.0 2.5
4.7 B |ATC214B475001000 | 0.5 6.0 1.5 2.2 C | ATC214C2250035 | 0.8 6.0 1.5
6.8 C |ATC214C685001000| 0.7 6.0 0.8 3.3 D | ATC214D3350035 1.2 6.0 1.5
10.0 C |ATC214C106001000| 1.0 6.0 0.6 4.7 D | ATC214D4750035 1.6 6.0 1.0
15.0 C |ATC214C156001000| 1.5 6.0 0.5 6.8 D | ATC214D6850035 | 2.4 6.0 0.8
22.0 D |ATC214D226001001| 2.2 6.0 0.4 10.0 D | ATC214D1060035 | 3.5 6.0 0.6
33.0 D |ATC214D336001001| 3.3 6.0 0.25 50V, +85°C (32V @ +125C)
47.0 D |ATC214D476001001| 4.7 6.0 0.22 0.15 B |ATC214B154005000| 0.5 4.0 12.0
16V, +85°C (10V @ +125C) 0.22 B |ATC214B224005000| 0.5 4.0 12.0
0.68 A |ATC214A684001601| 0.5 6.0 10.0 0.33 B |ATC214B334005000| 0.5 4.0 8.0
1.0 A |ATC214A105001600| 0.5 4.0 6.0 0.47 C | ATC214C4740050 | 0.5 4.0 5.0
1.5 B |ATC214B155001600 | 0.5 6.0 4.0 0.68 C | ATC214C6840050 | 0.5 4.0 4.0
2.2 B |ATC214B225001600| 0.5 6.0 3.0 1.0 C | ATC214C1050050 | 0.5 4.0 3.5
3.3 B |ATC214B335001600 | 0.5 6.0 2.5 1.5 D | ATC214D1550050 | 0.8 6.0 2.5
4.7 C |ATC214C47500161| 0.8 6.0 1.5 2.2 D | ATC214D2250050 1.1 6.0 2.0
6.8 C |ATC214C685001601| 1.1 6.0 1.0 3.3 D | ATC214D3350050 1.7 6.0 1.0
10.0 C |ATC214C10600161| 1.6 6.0 1.5 4.7 D | ATC214D4750050 | 2.4 6.0 0.8
15.0 D |ATC214D1560016(1| 2.4 6.0 0.5
22.0 D |ATC214D22600161| 3.5 6.0 0.25
33.0 D |ATC214D33600161| 5.3 6.0 0.25
20V, +85C (13V @ +125C)
047 | A [ATC214M7400200] 0.5 | 4.0 | 10.0

% O:Capacitance tolerance code (K=+10%, M=+20%); [I: Internal code (B=Black molded case, Laser marking; Y=Yellow molded case, Laser marking).

S u n I O r d Specifications subject to change without notice. Please check our website for latest information.  Revised 2018/04/15
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