
 

Winding Transformer for DC-DC Converter 
Operating Temp. : -40℃~+125℃ 
 
 
 
 
PRODUCT IDENTIFICATION                                                          
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
FEATURES                                                                             
 Low leakage inductance 
 Low inter-winding capacitance 
 High SRF 
 High isolation between primary and secondary side 
 AEC-Q200D verified  
 
APPLICATIONS                                                                    
 DC/DC converter for flyback control, overload detection, off detection (can be used as power and 

safety systems) 
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Structure 
W Wire 
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Feature Code 
P For Power 
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Type 
T Transformer 
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Core Type 
EE/EP/ES etc.  
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Core Length (Typ). 
13 13mm 

 ⑨ 
Style 

B Horizontal & SMD 
D Vertical & SMD 
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Number of Coil 
1～9 

 

⑪ 
Design Code 
00~99, A0~Y9 

 

3 
⑩ 
 

00 
⑪ 
 

T 
⑫ 

⑫ 

Packing 
T Taping 
P Pallet 
B Bulk 

 

⑦ 
Bobbin Length (Typ). 

13 13mm 
 

⑧ 
Product Height Typ.  

11 11mm 
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Product Type 
A Automotive 

 

T 
② 

 

 

   

Specifications subject to change without notice. Please check our website for latest information.   Revised 2018/09/15 

Sunlord Industrial Park, Dafuyuan Industrial Zone, Guanlan, Shenzhen, China 518110 Tel: 0086-755-29832660 Fax: 0086-755-82269029 E-Mail: sunlord@sunlordinc.com 
 

Sunlord 



 

SHAPE AND DIMENSIONS                                                         

 

  
 
 
 

SPECIFICATION                                                                  
ATWPEP131311B300T Test terminal  Test specification  

Inductance  Pin(6-14)&(7-13) 800nH±30% 

DCR  
Pin(13-7)&Pin(14-6) 5.2mΩ Max. 

Pin(3-10) 70mΩ Max. 

HI-POT  
Pri. to Sec. 1500Vac/50Hz/1mA/2sec 

All winding to core 1000Vac/50Hz/1mA/2sec 

Saturation current  Pin(6-14) 

700nH Min (DC=2A) 

480nH Min (DC=4A) 

300nH Min (DC=6A) 

Common mode rejection ratio  - 70dB Min. 

Coupling capacitance  Pin(3-13,14) 8pF Max. 

Turns Ratio 
Pin(3-10) : Pin(13-7) : 

Pin(14-6) 
12 : 1 : 1 

 
 

CUSTOMIZED PRODUCT PRESENTATION                                                   
We can customize Transformers for DC/DC converter according to your requirements. Please refer to the 
following feature ranges: 
 

Core type Engine management 
- Power 

EP 175-200W 

 

 

 

 

 

  

ATWPEP131311B300T Illustration 
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